















Support of investigating water quality in Ofunato-wan bay 
 
The mission of this work after the Great East Japan Earthquake and Tsunami is 
to support researching water qualities in Ofunato-wan Bay and its rivers. At first, 
it was cleared that all values for substance related to health items in this bay was 
at concentrations below the Environmental Quality Standards. Secondarily, the COD 
concentration at the summer in 2011 was lower than its in 2010, by the destruct of 
breakwater of this bay. Furthermore, occurrence of poor oxygen water in the bay was 
not verified. And, the water qualities of the main rivers of bay basin were also good. 
On the other hand, the wastewater treatment plant at Ofunato city was destroyed by 
the great Tsunami. Consequently, in the effluent canal, the COD concentration and 
the number of coliform group were higher during this work. We were able to provide 

























調査は、6月から 10月まで月に 1回の頻度で 5回実施された。山田らは、5回の調査のう

























査を 8月と 10月に実施した。調査地点は盛川 2ヶ所、須崎川、後ノ入川、排水路（浜街道
沿い）2ヶ所の計 6ヶ所について、機器を使った水質一般項目（pH、電気伝導率、濁度など）
と簡易水質分析試薬などを使った汚濁指標項目（COD、窒素･リンなどの栄養塩類、大腸菌




い下水臭が漂うとともに、水質は数百 mg/lと高い COD値と周辺河川よりも 10～100倍の大
腸菌群数が確認された（写真 4）。下水処理施設では、流入下水に対して沈殿処理を施し、

































写真１ 湾内調査の出発のようす  
写真２ 湾内水質調査のようす（透明度の測定） 
写真３ 流入河川調査地点のようす（盛川 2ヶ所、須崎川、後ノ入川） 
写真４ 新田都市下水路（下水処理場放流先水路の上流側と下流側）  
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表１ 
測定項目 
8 月 21,23 日 10 月 17 日 
上流 下流 上流 下流 
水温（℃） 15.2 22.2 15.4 16.8 
濁度（度） 0 測定不能 1.1 0 
COD（mg/l） 15 230 10 8 
大腸菌群数（ｺﾛﾆｰ/ml） 92 1560 42 2980 
注）COD および大腸菌群数の測定は簡易水質検査紙を使用 
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